








2700 UNIVERSAL SERPENTINE BELT 
TOOL KIT

Releases the tension on belts with spring-loaded idler pulleys.
23”/ 59cm long handle with 2 extension bars create multiple
working angles. Includes five 6-point sockets (13mm, 14mm,
15mm, 16mm, 18mm), three Crow’s Foot Wrenches (13mm,
14mm, 15mm) and 2 Male Square Sockets (3/8” & 1/2”). Handle
and extension
also feature 13mm
& 15mm 12- point
and 16mm 6-point
openings. 

A875 SERPENTINE BELT TOOL KIT
A must for removing and installing serpentine belts with spring-
loaded idler pulleys. 23” long slender design provides proper
reach and prevents damage. Includes 4 metric sockets (13mm,
15mm, 16mm and 18mm), plus 3/8” and 1/2” drives. Also
includes 9” extension for longer reach and multiple angle work.
Covers GM, Ford, Chrysler and Saturn applications. 

A876 GM TIMING BELT WRENCH
46mm (1-13/16”) wrench adjusts tension on 
timing belts on ‘82 & up GM 4 cylinder 1.8 & 
2.0 engines. Use with 1/2” square drive tools. 

A879 GM / DAEWOO TIMING BELT WRENCH
41mm wrench adjusts the tension of the 
timing belt, by rotating the waterpump.  
Fits Daewoo Lanos and Chevy Aveo 1.6 liter 
engines.  Use with 1/2” square drive tools.

2705 FAN BELT TIGHTENER
Simple tool makes belt tightening an easy, 
one-person job. Works on most alternators 
and other belt-driven units. Special 
curved design hooks around alternator 
to lock in position. Use with 1/2” drive tools. 

2850 UNIVERSAL PULLY HOLDER, FAN
CLUTCH & CAMSHAFT HOLDER

Allows removal and installation of the fan clutch while holding
the camshaft pulley. Allows for pin widths from 40mm to 220mm.
Includes 4 sets of taps: 6mm-10mm, 8mm-11mm, 10mm-12mm,
11mm-16mm, 21-1/2” (55cm) long handle with vinyl grip and set
of knurled nuts, all packed in blow mold case. 

ENGINE   -  COOLING, BELTS, HOSESi

2105 CRANK STOPPER
4” long x 14mm threaded bolt screws into spark plug port to
lock engine in place to allow removal and installation of timing
chain, timing belt or harmonic balancer pulleys. Soft brass end
protects piston. 

FAN CLUTCH WRENCHES
Use to remove and install Fan Clutch Assemblies when replac-
ing Water Pumps or doing other Engine Services. Use two
wrenches together: one for holding, the other for turning. 1/2”
square drive built into most wrenches.
No. Size Size Applications
A868 40mm 1-9/16” Ford F-Series Truck, 

E-Series Van
A869 54 x 72mm 2-1/8” x 2-13/16” Ford, Mercury, Lincoln
A871 68 x 76mm 2-11/16” x 3” Dodge Pick-up, Van, Dakota
A872 36 x 48mm 1-7/8” x 1-7/16” Ford, Dodge, GM, Jeep
A873 58 x 83mm 2-1/4” x 3-1/4” Ford F-Series Truck, 

E-Series Van
A874 60mm 2-3/8” GM Pick-up, Astro, Blazer,

Jimmy, Yukon, Tahoe
A878 32mm 1-1/4” BMW, Audi, VW

A870 2 PC. FORD FAN CLUTCH 
WRENCH SET

36mm and 58mm wrenches remove and 
install fan assemblies on 
2.8, 2.9, 3.0, 4.0 and 4.9 liter
Ford engines. For use with
1/2” square drive tools and
torque wrench.

A877 6 PC. FAN CLUTCH WRENCH SET
Includes #A868, A869, A871, A872, A873 & A874 packed in blow
mold case.
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