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2070 7 PC. SENSOR & SENDING UNIT
SOCKET SET

Full range of specialty sock-
ets will service Oil Pressure
Sending Units, Vacuum
Switches and Oxygen
Sensors. Heat-treated, black
finish and packed in blow
mold case. 

2073 3 PC. OXYGEN SENSOR SOCKET SET
Includes 3 most popular 22mm sockets:  
#2060, 2065 & 2069.

2060 COMBINATION VACUUM SWITCH/
OXYGEN SENSOR SOCKET

Universal slotted socket will serv-
ice all 7/8” (22mm) hex vacuum
switches and oxygen sensors.
Use with 1/2” square drive tools
or 7/8” (22mm) wrench.

2065 OXYGEN SENSOR WRENCH
Extended crow’s foot design allows access to oxygen sensors
that are located in the exhaust
manifolds. Full slot accommo-
dates connectors on heated
oxygen sensors. 7/8” (22mm)
hex with 3/8” square drive.
82mm long x 30mm high

2069 OXYGEN SENSOR WRENCH
Stubby crow’s foot design with deeper socket.  
7/8” (22mm) hex with double 1/2”
square drive.  60mm long x  48mm high

2066 OXYGEN SENSOR SOCKET
Thick rib built into middle of socket helps remove the most stub-
born sensors. Slot design allows
clearance of wire. 7/8” (22mm)
hex opening with 1” hex or 1/2”
square drive.

2067 17MM OXYGEN SENSOR WRENCH –
LAND ROVER

Fits all Gems engine Land Rovers, including:  Range Rover
Classic ’87 – ’95, Range Rover
4.0/4.6 ’95 – ’98, Discover 1 ’94
– ’99, Defender ’90, ’94 – ’97
and Defender 110 ’93.  17mm
hex with 3/8” square drive.

2068 OXYGEN SENSOR THREAD CHASER
Removes corrosion and straightens 
damaged threads in Oxygen Sensor 
holes.  M18 x 1.5 size can also be 
used on same size Spark Plug 
threads.  Use with 3/4” hex socket 
or 3/8” square drive tools.

38181 M18 OXYGEN SENSOR THREAD
REPAIR KIT

Repairs damaged oxygen sen-
sor threads in the exhaust
manifold.  Includes installation
tool, tap and 5 inserts.  High-
temperature Inconel inserts
eliminate the need for exhaust
manifold replacement.  

28181  5 Pc. Insert Pack

2042 OIL PRESSURE SENDING UNIT 
SOCKET – 1” & 1-1/16”

3” long socket installs and removes
Oil Pressure Switches up to 2-5/8”
long found on some older GM and
Chrysler vehicles. Use with 3/8”
square drive or 1” hex tools. 

2043 OIL PRESSURE SENDING UNIT 
SOCKET – 1-1/16”

2-1/2” (63mm) long socket removes
and installs sending units. Two-step
models will not work where this will.
Use with 3/8” square drive tools. 

3700 FUEL PUMP TOOL - SAAB
For removal of Fuel Pumps on most
Saabs from ’89 – ’02, plus 9-5 up to
’08.  Fits into spaces on fuel pump
screw cover and attaches to a ½”
square drive tool to turn cover.
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2502 DOUBLE-D CARBURETOR 
ADJUSTING TOOL

Fits adjustable screws on older domestic cars and many rebuilt
carburetors. Features strong flexible cable shaft and thin han-
dle for better accessibility. OAL: 11” (28cm)

8084 POWER STEERING PUMP / 
ALTERNATOR PULLEY REMOVER /
INSTALLER KIT

Removes and installs press-on type belt driven accessory pul-
leys on pumps with 3/8”-16 threaded shafts. Interchangeable
components allow serv-
ice on almost all domestic
makes, including GM
Quad 4, GM 3.1L and Ford
4.6L engines. Impact
quality tool, complete
with instructions packed
in blow mold case.

8080 POWER STEERING PUMP / 
ALTERNATOR PULLEY PULLER

Removes pressed-on 1 or 2 groove pulleys from alternators and
power steering pumps without damage. Fits both large and
small pulleys found on older domestic and import passenger
cars. Features rigid,
drop-forged jaws, a
solid block body and a
fine thread screw for
easy pulling.   

8088 BOSCH ALTERNATOR WRENCH
Two part splined wrench is required for removal and replace-
ment of free-wheel drive pulleys found on Bosch Alternators
10mm x 12 point end locks alternator while 33-spline cylinder 
on shaft is inserted into pulley locking bolt. Applications include
VW, Audi, BMW, Mercedes, Opel, 
Porsche, Renault 
and Ford. Use with 
1/2” drive tools

2750 GM WATER PUMP SOCKET
Removes and replaces water pumps on ‘93 and up Cadillac 4.6L
V8 Northstar and ’95 – ’99
Olds 4.0L V8.  Use with 1/2”
drive tools or breaker bar.  

2340 14MM SPARK PLUG CYLINDER HEAD
RETHREADER KIT

Saves the cost of a new head by repairing damaged threads on
aluminum heads. Includes 5/8” hex drive slim-design tap and
one each of four sizes of solid steel inserts to replace damaged
threads. All parts are available separately.
No. Description
2341 14mm Tap & Reamer
2342 14mm Inserts – 3/8” Long (Set of 2)
2343 14mm Inserts – 7/16” Long (Set of 2)
2344 14mm Inserts –1/2” Long (Set of 2)
2345 14mm Inserts – 3/4” Long (Set of 2)

98141 14MM SPARK PLUG REPAIR KIT  –
TAPERED SEAT

Repairs 14mm tapered seat and gasketed spark plug ports in
aluminum and cast iron heads.   No drilling required.  Includes
tap, expanding tool & two each of 3 sizes of inserts.
Replacement Inserts
No. Size
98142 1/4” 
98143 3/8” 
98144 5/8” 
98147 2 each 1/4”, 

3/8”, 5/8” 

SPARK PLUG REPAIR KITS – 
NON-TAPERED SEAT
Each kit includes tap, installation tool and 3 inserts.
No drilling required.

Insert Insert 
No. Size Pack No. Pack Contents
38109 M10 – 1 28101 10 Pc. 1/2”
38129 M12 – 1.25 28129 5 Pc. 1/2”, 5 Pc. 3/4”
38149 M14 – 1.25 28159 2 Pc. 3/8”, 4 Pc. 1/2”, 4 Pc. 3/4”
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2360 10MM/14MM SPARK PLUG HOLE
THREAD CHASER

Harden steel tool removes carbon and corrosion and 
straightens damaged threads. Works on both 10mm and 14mm
threads. Use with 5/8”
deep socket, open end or
box wrench. 

2361 14MM/18MM SPARK PLUG HOLE
THREAD CHASER

Removes carbon and corrosion and straightens damaged
threads on both 14mm and 18mm spark plug holes. Use with
13/16” deep socket,
open end or box wrench.
Tapered ends for easy
starting. 

2359 LIMITED ACCESS SPARK PLUG
CHASER

Slim design allows
removal of carbon and
corrosion and will
straighten damaged
threads.  Use with 3/8”
drive tools.

98140 FORD TRITON SPARK PLUG 
REPAIR KIT

Permanently repairs spark plug port threads on 1.9, 3.8, 4.6, 5.4
and 6.8L Ford Triton engines, up to 2003.  Inserts provide a
mechanically locked solid repair sleeve between the threads in
the head and the “half-thread” taperseat spark plug.   No need
to remove the head.  Includes piloted reamer tap, tap extension,
installation tool and 8 inserts.  

2365 FORD TRITON SPARK PLUG 
EXTRACTOR KIT

Extracts frozen and broken-off spark plug sleeves in 2004 and
up Ford Triton Engines.  Includes extra-long tap (8” / 20cm),
extractor, guide, washer, jam nut and rubber caps to prevent
thread chips from entering cylinder bore.  

2364 FORD TRITON SPARK PLUG 
PORCELAIN EXTRACTOR KIT

Extracts the broken porcelain frm broken spark plugs in 2004
and up Ford Triton Engines.  In some cases the porcelain will
break off in the sleeve and will need to be extracted in order 
for kit #2365 to function effectively.
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Insert 
Pack No. Thread Size Qty
98149 M14 – 1.25 8 




