






ENGINE – GENERAL SERVICE-

19

OIL PUMP PRIMERS
Primes the lubricating system of new and rebuilt engines, send-
ing oil to the internal moving parts before the first start.  Use
with a 3/8” or 1/2” reversible drill.
No. Application
2101 GM
2102 Ford - 5/16” hex drive
2103 Ford - 1/4” hex drive

2240 OIL SEAL REMOVER AND 
INSTALLER KIT

Extracts and installs a new wick-type seal without removing the
engine or crankshaft. Includes
Wick Seal Remover, Chinese
Finger Wire Mesh Installer and
Handle. 

2015 MECHANIC’S STETHOSCOPE
Accurately and quickly locates trouble in engines and other
moving parts or for checking
flow of water, oil, gas,
steam, etc. Sensitive probe
picks up vibrations.  

VW/AUDI HEAD BOLT WRENCHES –  
6-POINT RIBE
Service head bolts on many VWs and Audis.  1/2” square drive
& 5-1/2” (14cm) long for deep-reach applications.  Ribe wrench-
es will also service many other vehicle fasteners, including
Trim, Cam Cover and Headlights.
No. Size
9260 9mm
9262 10mm
9264 12mm
9266 14mm

9259 BMW HEAD BOLT WRENCH – 
E12 TORX®

Fits cylinder head bolts on M42 and 
M50 engines.  1/2” square drive with 
6” (15cm) shaft.

TOYOTA HEAD BOLT WRENCHES – 
DOUBLE HEX
12-point wrenches fit Toyota engine head bolts. 
8mm applications include Toyota, Lexus & Scion up 
to ’06.  10mm applications include Toyota, Lexus & 
Scion ’07 and up. 3 different bit wrench
designs available.   

No. Description       
9290 8mm x 1/2” Square Drive w/ long shaft
9292 10mm x 1/2” Square Drive w/ long shaft
9295 2 Pc. 1/2” Square Drive Set (9290 & 9292) 
9286 8mm x 10mm Hex Bit
9288 8mm x 3/8” Square Drive w/ long shaft

2080 GASKET SCRAPER
Removes shellacked gaskets, paint, grease and carbon. 1” wide
forged alloy steel blade with chisel edge can be re-sharpened.
OAL: 9-3/4” (25cm)

8990 ENGINE CHAIN HOIST
28” / 71cm long chain assembly helps lift engines and other
heavy parts up to 1,000 pounds / 455 kg.  Heat-treated alloy
steel. 

2218 SMALL ENGINE VALVE TAPPET
ADJUSTING TOOL KIT 

Services most motorcycles, ATVs and ATCs.  Includes (3) 12-
point offset wrenches – 8, 9 and 10mm; and (3) knurled knob
tools - 3 and 4mm square, plus slotted.  Applications: Honda &
Suzuki - all ATCs and motorcycles with 4 cycle engines 
and screw type adjusters; Yamaha – SR185/250, XT/TT250, 
XS400, ST185. 
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