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2232 RATCHET-HANDLE VALVE SPRING
COMPRESSOR

Features automatic locking ratchet design
and offset and straight adjustable jaws.
Can be used with one hand.  9” (23cm)
opening and 9” (23cm) depth. 

2234 SMALL ENGINE VALVE SPRING 
COMPRESSOR

Fits most OHV and L-Head automotive engines. Works on 
valves as short as 3-1/2” (89mm), and valve
spring retainers down to 7/8” (22mm) in 
diameter. Rack and pinion design compresses
valve springs easily. Ratchet stop holds firmly.
7” / 18cm opening & 5” / 13cm depth. 
Includes offset and straight adjustable jaws. 

2235 UNIVERSAL VALVE SPRING 
COMPRESSOR

Use with the cylinder head still on the engine and in the car, or
with the cylinder head removed.  Tool bolts to the head while
the lever pivots from the base to compress the spring. Removal
and installation of spring
retaining keepers is made
through the openings on
both sides of the compres-
sion tube. Services most
domestic and import car
engines.  

A198 LEVER-TYPE VALVE SPRING 
COMPRESSOR

Removes springs and valve guide seals without taking the 
cylinder head off the engine. Use by removing rocker 
and fastening tool to stud with nut, then use an 
air-hold fitting and compressed air to 
hold valves up. 

2205 VALVE STEM SEAL PLIERS
Hardened steel tips allow for easy 
seal removal.  OAL: 10” (25cm)

2211 OVERHEAD VALVE KEEPER TOOL
Removes and replaces valve keepers on all gas and diesel
overhead valve engines, including 
motorcycle, marine and aircraft engines.
Tool is spring-loaded with built-in magnet
to hold keepers.

2110 AIR HOLD FITTING SET
For fast overhead valve repairs without 
removing cylinder head.  Fit 14 & 18mm 
spark plug holes.  Accepts 1/4” air hose 
coupling. 

2210 HYDRAULIC VALVE TAPPET REMOVER
Removes lifters that are not baked in or stuck without removing
manifold. Heat-treated teeth hook under groove.  
OAL: 13” (33.5cm)

VALVE LAPPING TOOLS
For most cars.  Features vacuum cup and hardwood handle. 
OAL: 8-1/2” / 216mm 
No. Diameter
2222 1-3/8” / 35mm
2224 3/4” / 19mm
2119 2 Pc. Set

2219 VALVE GRINDING & LAPPING 
COMPOUND 

Includes 2oz (54 grams) each Coarse Compound for roughing
and Fine Compound for finishing.  Ideal for seating 
valves, mating gears, lapping injectors 
and honing knives. Mix compound 
with oil to obtain desired consistency.  
Use with CTA #2222 or #2224.

ENGINE CYLINDER HONES
Resurface cylinder walls so new rings will 
seat and eliminate minor cylinder wall 
imperfections. Adjusts to a wide range of 
diameters and tension settings to control 
cutting action. Flex shaft will fit variable 
speed drill. All with Medium Grit (220) stones.
No. Range Stone Length
2300 32 - 89mm 2” / 51mm
2325 51 – 127mm 3” / 76mm
2310 51– 178mm 4” / 102mm

ENGINE HONE REPLACEMENT STONES
Set of three stones, 
with cotter pins. 
Will also fit other brands. 

No. Hone No. Stone Length Grit
2305 2300/1130 2” / 51mm Medium - 220
2315 2310 4” / 102mm Medium - 220
2316 2310 4” / 102mm Fine - 400
2317 2310 4” / 102mm Coarse - 100
2318 2310/2325 3” / 76mm Medium - 220
2319 2310/2325 3” (76mm) Fine - 400
2320 2310/2325 3” (76mm) Coarse - 100
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FLEX-HONES
Removes cut, torn and folded metal to produce long wearing
surface.  For engine and brake cylinders, hydraulics, 
valve guides, lifter bores, 
diesel cylinders, cam bearings 
and more. All hones are 
180 grit silicon carbide.  
No. Diameter No. Diameter No. Diameter
2271 14mm 1144 29mm 1152 57mm
2268 16mm 1145 31.8mm 1153 60mm
2269 18mm 1146 35mm 1154 64mm
2270 19mm 1147 38mm 1155 67mm
1139 20mm 1148 41mm 1156 70mm
1140 22mm 1149 45mm 1157 73mm
1141 23.8mm 1150 51mm 1158 76mm
1142 25.4mm 1151 54mm

STANDARD-DUTY ENGINE CYLINDER 
FLEX HONES
All hones are 180 grit silicon carbide.
No. Diameter
2274 3-1/4” / 83mm
2276 3-1/2” / 89mm
2278 3-3/4” / 95mm
2280 4-1/8” / 105mm
2282 4-5/8” / 118mm

HEAVY-DUTY ENGINE CYLINDER 
FLEX HONES
All hones are 180 grit silicon carbide.
No. Diameter No. Diameter
2284 3” / 76mm 2297 5” / 127mm
2286 3-1/4” / 83mm 2298 5-1/2” / 140mm
2288 3-1/2” / 89mm 2400 6” / 152mm
2290 3-3/4” / 95mm 2401 6-1/2” / 165mm
2292 4”  / 101mm 2402 7” / 178mm
2294 4-1/4” / 108mm 2403 7-1/2” / 190mm
2296 4-1/2” / 114mm 2404 8” / 203mm

2212 HEAVY-DUTY RIDGE REAMER
Removes ridges from top of cylinder to achieve
smooth wall surface on engine bores from 3 - 5”
/ 76 - 127mm. Works on canted and short stroke
types. Tungsten carbide blade is reversible for
long life. Reamer can be set to change from one
cylinder to another without readjusting. 

2020 PISTON RING COMPRESSOR SET
Installs piston rings from 2-7/8 - 4-3/8” / 73-111mm.   
Includes ratcheting pliers and 6 sizes of 1-1/2” wide 
compressor bands. Works either 
parallel or perpendicular 
to cylinder block. 

PISTON RING COMPRESSORS
Service cars, trucks and tractors.
Features ratchet mechanism with
square drive tool to adjust diameter,
enlarged crimped edge to prevent
compressor from entering cylinder
and spring steel construction with
double band design. 
No. Application Depth Range
2025 Passenger Cars 3-1/2” / 89mm 2-1/8 - 5” / 54 - 127mm
2027 Cars/Light Trucks 3-1/2” / 89mm 3-1/2 - 7” / 89 - 178mm 
2026 Diesel Trucks 6-1/2” / 165mm 3-1/2 - 7” / 89 - 178mm

& Tractors

2032 PISTON GROOVE CLEANER 
Removes carbon from ring grooves on
pistons from 2-1/2 to 5” / 65 to 127mm.
Controls depth of cut and blade align-
ment. Slide flanges allow use on slotted
pistons. Cutter wheel sizes: 1/16”, 5/64”,
3/32”, 1/8” & 3/16”. 

2035 PISTON GROOVE CLEANER 
Removes carbon from ring grooves on
pistons from 2 - 5” / 51 - 127mm.
Includes 2 cutter wheels: SAE - 1/16,
5/64, 3/32, 1/8, 5/32, 3/16 & 1/4” &
Metric - 2, 2.5, 3, 4 & 4.5mm.

2028 PISTON RING INSTALLER
Installs and removes piston rings without 
breakage. Spring loaded. 
Range:  2-1/2 - 6-1/4” / 64 - 159mm.  

PLASTIGAGE®
Measures clearances of engine rod and main bearings without
expensive micrometers. Helps choose the proper size replace-
ment bearing inserts. Set of two sizes: (.001” - .003” & .002” -
.006”/.025 - .08mm &
.05 – .15mm) to cover
all auto engines.
No. Size Pack Qty
2450 2 Pc. Set One of each
2450x01 .001 - .003” 100 bulk packed
2450x02 .002 - .006” 100 bulk packed

2029 UNIVERSAL CAMSHAFT 
BEARING TOOL

Removes and installs Camshaft Bearings on most car and truck
engines. Includes driver
bar with extension,
nylon cone, 5 collet sets
with two sets of rubber
sleeves, expander
assembly and washer.  

2025 / 2027 2026
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OIL PUMP PRIMERS
Primes the lubricating system of new and rebuilt engines, send-
ing oil to the internal moving parts before the first start.  Use
with a 3/8” or 1/2” reversible drill.
No. Application
2101 GM
2102 Ford - 5/16” hex drive
2103 Ford - 1/4” hex drive

2240 OIL SEAL REMOVER AND 
INSTALLER KIT

Extracts and installs a new wick-type seal without removing the
engine or crankshaft. Includes
Wick Seal Remover, Chinese
Finger Wire Mesh Installer and
Handle. 

2015 MECHANIC’S STETHOSCOPE
Accurately and quickly locates trouble in engines and other
moving parts or for checking
flow of water, oil, gas,
steam, etc. Sensitive probe
picks up vibrations.  

VW/AUDI HEAD BOLT WRENCHES –  
6-POINT RIBE
Service head bolts on many VWs and Audis.  1/2” square drive
& 5-1/2” (14cm) long for deep-reach applications.  Ribe wrench-
es will also service many other vehicle fasteners, including
Trim, Cam Cover and Headlights.
No. Size
9260 9mm
9262 10mm
9264 12mm
9266 14mm

9259 BMW HEAD BOLT WRENCH – 
E12 TORX®

Fits cylinder head bolts on M42 and 
M50 engines.  1/2” square drive with 
6” (15cm) shaft.

TOYOTA HEAD BOLT WRENCHES – 
DOUBLE HEX
12-point wrenches fit Toyota engine head bolts. 
8mm applications include Toyota, Lexus & Scion up 
to ’06.  10mm applications include Toyota, Lexus & 
Scion ’07 and up. 3 different bit wrench
designs available.   

No. Description       
9290 8mm x 1/2” Square Drive w/ long shaft
9292 10mm x 1/2” Square Drive w/ long shaft
9295 2 Pc. 1/2” Square Drive Set (9290 & 9292) 
9286 8mm x 10mm Hex Bit
9288 8mm x 3/8” Square Drive w/ long shaft

2080 GASKET SCRAPER
Removes shellacked gaskets, paint, grease and carbon. 1” wide
forged alloy steel blade with chisel edge can be re-sharpened.
OAL: 9-3/4” (25cm)

8990 ENGINE CHAIN HOIST
28” / 71cm long chain assembly helps lift engines and other
heavy parts up to 1,000 pounds / 455 kg.  Heat-treated alloy
steel. 

2218 SMALL ENGINE VALVE TAPPET
ADJUSTING TOOL KIT 

Services most motorcycles, ATVs and ATCs.  Includes (3) 12-
point offset wrenches – 8, 9 and 10mm; and (3) knurled knob
tools - 3 and 4mm square, plus slotted.  Applications: Honda &
Suzuki - all ATCs and motorcycles with 4 cycle engines 
and screw type adjusters; Yamaha – SR185/250, XT/TT250, 
XS400, ST185. 
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